
EXHIBIT E 
CONSISTENCY ANALYSIS WITH THE CABRILLO PARK SPECIFIC PLAN 

 
Google R&D Building 

(Lot 19 of Lot Line Adjustment No. 14-070-PCR-LLA) 
6701 Discovery Drive (Formerly 355 Coromar Dr); APN 073-610-036  

Case No. 25-0001-PCR 

As described below and as outlined in the record, the project is consistent with all 
applicable provisions of the Cabrillo Business Park Specific Plan ("CBP SP"). 
 

1. CBP Specific Plan Design Guidelines 
 

a. Site Design Standards 
 

The footprint for the proposed warehouse and office building continues the 
campus-like configuration of buildings within the Cabrillo Business Park set 
by the Development Plan. Ample landscaping and trees over pedestrian 
sidewalks/walkways are provided within the setback areas facing Coromar 
Drive, as well as the site parking lot, walkways adjacent to the proposed 
building. Long-term bicycle storage will be located on the first floor of the 
parking garage (Building C), and short-term bicycle parking will be located 
within 200 feet of the main entrance. Bicycle racks are compatible with the 
"Inverted U" type or other equivalent style. Pedestrian pathways and 
driveways are provided at the pedestrian and vehicular entrances, and 
throughout the site. Trash/recycling enclosures are discretely located 
adjacent the north elevation of Building A, and south elevation of Building 
B, outside of public view. The trash/recycling enclosures are solid, enclosed 
and compatible with the architecture of the building using similar exterior 
materials. 

 
b. Building Standards 

 
Building elevations utilize architectural detailing, including concrete, 
aluminum curtain walls, structural steel, acoustical screen elements and 
windows, and architectural projections to break up the building massing and 
provide visual interest. These architectural elements are supplemented by 
proposed landscaping, which minimizes the expanse of large, continuous 
wall planes and blank walls. Exterior window glass will be tinted blue to 
eliminate adverse effects of the sun’s reflection on this material. All 
mechanical equipment will be integrated into the structure or screened from 
view. HVAC equipment is proposed to be placed on the roof and will not 
exceed the height of the mechanical screen. The helium and nitrogen 
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storage tanks will be screened by a combination of corrugated metal panels 
and landscaping.  
 

c. Landscape Standards 
 
The Project will provide approximately 98,304 SF (29.7% of the Project Site) 
of native and/or drought tolerant landscaping. A total of twelve (12) 
nonnative trees will be removed as part of this Project. All landscape plans 
associated with the detention basin area will remain in effect; no new 
planting/ improvements are proposed in this area. An outdoor garden quad 
is proposed west of Building C and is intended as a more natural area for 
employees. 

 
d. Sign Standards 

 
The proposed project includes an Overall Sign Plan (OSP) as part of the 
Project Clearance for the Building/Lot, which is compatible with the visual 
image and architectural style of the Cabrillo Business Park. All signs are 
human in scale and contain only information that is necessary to identify the 
building and tenant spaces. Monument signs (Freestanding Building IDs 
and Directional Signs) are all 6 feet in height or less. 

 
e. Lighting Standards 

 
Exterior site lighting is low intensity, low glare, and hooded. No upward 
lighting is proposed. Pole supports consist of darker finish and have a 
maximum height of 20 feet. Wall-mounted and pedestrian lighting will be 
placed at appropriate heights to limit unnecessary spill effects while 
ensuring safety. 

 
f. Building Setbacks 

 
SETBACKS FOR CABRILLO BUSINESS PARK SPECIFIC PLAN 

LOCATION SETBACK CONSISTENT 
from Discovery Dr & Coromar 
Dr. 

20’ from Right-of-way line Yes 

Side & Rear 10’ Yes 
 

g. Building Height 
 

The buildings meet the maximum height of 35 feet (top of parapet) and the 
mechanical screening is below the maximum additional 6 feet for 
mechanical screening. Certain design features necessary for elevator 
overruns, solar photovoltaic, and exhaust units are in some cases over 35 
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feet tall (up to 42 feet); however, these are considered acceptable 
architectural projections. All structures are consistent with FAA 
requirements and will receive FAA clearance prior to the issuance of a 
Building permit. 

 
2. Development Standards 

 
a. Permitted Uses 

 
PERMITTED USES LISTED IN ZONING AND GENERAL PLAN 

 Designation Office / Warehouse 
Use Permitted? 

Zoning Specific Plan – 
Cabrillo Business Park 
(SP-CBP) 
 
2 subzones consisting 
of 
Business Park (I-BP) 
and 
Service Industrial (I-S) 
 

Yes, "R&D” uses are 
permitted (by right) 

General Plan Business Park (I-BP) 
and 
Service Industrial (I-S) 
 

Yes, "R&D" is an 
allowable use 

 
b. Parking and Loading 

 
The project meets the parking requirements set forth within the CBP 
Specific Plan. A total of 184 parking spaces are required. The project will 
provide a total of 231 parking spaces. 
 
 

Use BUILDING 
AREA (KSF) 

PARKING 
RATIO 

(SPACES/500 
SF) 

12% 
TDMP 
Credit 

SPACES 
REQUIRED 

R&D 104,230 1 26 184 
  Total Provided  231 

 


